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COMPANY INTRODUCTION

More Competitive, More Innovative
www.dong-a-mt.co.kr

主要客户
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自1987年成立以来，

东亚金属股份公司在汽车配件领域这条路上通过技术把高难度的

Power Hose 以及 散热器Hose的卡箍制品成功的实现了国产化。

致力于超精密，高性能冲压配件的开发，把高品质，高附加性的配件生产出口。

我们公司用自己的技术从产品设计到生产以及耐久测验均具有完整的生产体统。

我们的目标是，设计出不良率为“0”的世界顶尖产品，

合理的价格和最优的服务是我们东亚金属追求的宗旨。

带着全体员工的汗水和灵魂为成为世界顶尖汽车配件生产企业而努力。

我们要成为拉动精密汽车产业的最强合作伙伴，成为和大家共同成长的企业。

我们承诺会一直把高品质的产品和最优秀的服务带给大家。谢谢。

董事长   丁汉一

国内客户

海外客户



04 | 05COMPANY INTRODUCTION

Year.Month                          Description

  1987年11月                 设立东亚金属

  1998年01月                 东亚金属株式会社法人转换

  2002年03月                 开始跟全球供应商BorgWarner交易

  2003年10月                 登录HMC/KMC 第一级供应商

  2005年12月                 总公司新迁建在庆尚北道漆谷郡倭馆邑（9,900平方米）

  2006年12月                 登录GM 第一级供应商

  2007年03月                 开始跟全球供应商德国ZF BOGE与BORG WARNER交易

  2008年03月                 登录作为 AUTOLIV（Delphi Global） 第一级供应商

  2008年05月                 事业部门获得国务总理表彰

  2009年03月                 开始跟美国ZF BOGE与美国AUTOLIV交易

  2011年06月                 登录Sam-Song 第一级供应商

  2012年01月                 增健总公司（4,300平方米）

  2013年12月                 获得千万美元贸易大奖

  2014年01月                 设立 DGM-TECH（研究所）

  2015年10月                 指定庆北技术园优秀百强企业

  2015年11月                 获得“GENERAL MOTORS”优秀协力社奖

  2017年03月                 指定韩国型隐形冠军全球强小企业

                  

Global Leader Dong-A 

                We promise to make the best only! 海外分公司

Europe North America China

Germany (AWT)
SINCE 2006

(Karam & Mesco)
SINCE 2001

Shanghai (Jinxi)
SINCE 2007
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We make the parts as reliable quality

                                  customer-oriented products    

Seat belt & Airbag Parts

Welding Parts

Deep drawing & Stamping Parts

Stepless Ear Clamps Stainless Clamps

Hose Clamps
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Band Width
(mm)

Clamping
Diameter
Ø(mm)

Recommended
tightening
torque(Nm)

Fracture torque
(Nm)

Band thickness
(mm)

Air Intake Hose Clamp

Hose Clamp for Intercooler in Turbocharger

Exhaust Clamp

Technical Feature : Torque Control Cap

DGM散热器软管卡箍有扭力控制盖，能控制扭力的界限。

这特点，装配卡箍的时候让工人以便容易确认紧得合不合适，还有升级品质，防止断裂不良。

STAINLESS CLAMP STEPLESS EAR CLAMP 08 | 09

High Pressure Series

Standard Series (One Ear Clamp)

Max. Diameter Reduction =
Ear Width inside

π

9

Band Width
(mm)

Clamping
Diameter
Ø(mm)

Recommended
tightening
torque(Nm)

Fracture torque
(Nm)

Band thickness
(mm)

40, 45, 50, 55, 60, 65
70, 75, 80, 85, 90, 95
100, 105, 110

3.0 ~ 3.9 5.0 0.7

12
40, 45, 50, 55, 60, 65
70, 75, 80, 85, 90, 95
100, 105, 110

3.0 ~ 6.0 9.0 0.7

Band Width
(mm)

Clamping
Diameter
Ø(mm)

Recommended
tightening
torque(Nm)

Fracture torque
(Nm)

Band thickness
(mm)

12
50, 55, 60, 65
70, 75, 80, 85
90, 95, 100

5.0 ~ 7.0 9.0 0.65

18
(80 V Shaped)

53.5 20.0 30.0 1.5

Band Width
(mm)

Clamping
Diameter
Ø(mm)

Recommended
tightening
torque(Nm)

Fracture torque
(Nm)

Band thickness
(mm)

Commercial Vehicle Hose Clamp

14

79, 92, 105, 117, 130
143, 149, 156,168
175, 205, 219, 232

244, 270

8.5 ~ 11.8 14 ~ 26 0.7



High Pressure Series 12-Point Force Test

Standard Series

HOSE CLAMP PRODUCT EVALUATION TEST 10 | 11

需要清单上尺寸以外其他的制品，询问本公司

12点力试验是DGM不锈钢卡箍的评价试验.

在不锈钢卡箍的12点试验耐久性.

这是试验实在装配状态一样，会提高可靠性。


